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ABSTRACT 


This study examines the problem of evaluating the 
capabilities of both conventional and high performance 
craft in the Search and Rescue mission. The methodology 
developed, if extended to include all missions, may serve 
as a decision aid in determining the resources to be 
utilized in the future by the Coast Guard. A model is 
constructed which evaluates the SAR potential of any 
vehicle type conditioned upon the design parameters of the 
craft. This study concentrated on specific high performance 
watercraft, conventional surface vessels, and the HH52-A 
Sikorsky helicopter. The results show that the helicopter 
Роги all other resources in total SAR capability 
even though it is unable to render assistance in all SAR 
eategories. Of the craft considered, the 82 foot WPB is 


shown to be the most cost-effective. 
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T T INTRODUCTION 


Title 14 of the United States Code establishes that the 
primary responsibility of the Coast Guard is to maintain and 
operate rescue facilities for the promotion of safety on, 
under, and over the high seas and waters subject to the 
jurisdiction of the United States. Тһе waters subject to 
U.S. jurisdiction include territorial waters (approximately 
3 miles to sea from the continental coast line), inland 
rivers and waterways, and the Great Lakes. This responsibility 
directly translates into the mission called SAR (search and 
rescue) which is defined to be the employment of personnel 
and facilities in rendering aid to persons and property in 
distress. Although SAR is the primary mission, the Coast 
Guard is tasked with other mission duties involving law 
enforcement, marine environmental protection, port security, 
ice breaking, and maintaining aids to navigation in the 
applicable maritime regions. 

The Coast Guard utilizes numerous types of surface and 
EMMorne cratt in the fulfillment of its mission responsi- 
bilities. Resources and supporting manpower are allocated 
to stations strategically located throughout the United 
States. The allocation scheme is primarily dictated by the 
geography and workload of the district. Consequently, there 


15 по such thing as a standard Coast Guard station in the 








total organization. The size and number of resources for 
each station differ, but invariably each resource is required 
to have some multi-mission capability. To have one type 

of craft fully capable of performing every mission task 
effectively is a tall order simply because of the vast scope 
of operational demands. But to have a minimal variety of 
versatile craft performing the missions effectively is a 
realistic goal which would accrue obvious benefits in main- 
tenance, training, and personnel adaptability requirements. 
To this end it would be extremely valuable to have some sort 
of model which could be exercised to evaluate tentative 
replacement craft in the overall performance of multi-mission 
tasks. Such a model would identify good candidates for pro- 
curement, would minimize the costly operational testing and 
evaluation required for proposed craft, and might preclude 
the need for testing of inferior craft. Ultimately the 
results of this model may aid in the choice of an optimal 

mix of resources to perform all Coast Guard missions. 

A decision methodology and proposed model were developec 
in an effort to achieve this objective. A sensitivity analy- 
sis was conducted to reveal strong points and weaknesses of 
the model and recommendations were set forth for possible 
extension of the model. Results were evaluated and conclusions 


made concerning the feasibility of using the model. 








ПСА ТОГЕШОЕ THE PROBLEM 


The Coast Guard operates and maintains a wide variety 
e att, ranging from L7-foot utility boats to 378-foot 
Peon Endurance Cutters, long-range C-130 aircraft, amphibi- 
ous aircraft, and helicopters. These resources are integral 
to the performance of Coast Guard missions in the maritime 
environment. A large portion of the current inventory of 
resources have reached a state of near-antiquity. Prac- 
tically all of the ninety-five foot coastal patrol boats 
(designated WPB 95) have reached their service life expec- 
tancy of 20 years. The HH-52A Sikorsky helicopter has a 
EN ice life of 15 years and by 1980 a majority of these 
aircraft will require either modification or retirement. 
This "old age" problem has not caught Coast Guard planners 
totally by surprise, however. The introduction of the larger 
and longer range HH3-F helicopter serves to share the workload 
of the HH-52A (Sea Guard) and also provides a mid-range 
capability not afforded by the smaller helicopter. This 
augmented capability allovs a potential for expanded Coast 
Guard involvement in other areas not realized by the Sea Guard. 

The eighty-two foot patrol boat (WPB 82) has been pro- 
cured to eventually replace the WPB 95 and to keep pace with 
inflating mission demands. The WPB 82 performance character- 
istics are nearly identical to the WPB 95 but this one to 
one replacement principle does not really lend itself to 


progressive acceptance of expanding duties. 








The problem concerns not only replacement of older re- 
sources to provide the current level of readiness and effec- 
tiveness in all missions, but also involves augmentation of 
the total current inventory to insure that today's effec- 
tiveness standards can be maintained in the face of increased 
responsibilities. Coast Guard activity can be expected to 
expand with the establishment of deep-water ports and the 
likely extension of the twelve mile fisheries zone into a 
two-hundred mile band. Additionally, increased emphasis 
on oil spill prevention and cleanup involves a magnification 
of effort in the areas of Marine Environmental Protection 
(MEP) and Port Safety and Security (PSS). The recreational 
boating populace is swelling at a rate of six per cent per 
year and the total number of search and rescue cases annually 
has shown the same trend. Studies have indicated that the 
Coast Guard is actively involved in only about 13$ of all 
recreational boating rescue and/or assistance situations 
primarily due to the lack of a communications link between 
the imperiled boater and the nearest Coast Guard rescue 
Station. This thirteen per cent figure may balloon quickly 
if automatic alerting devices, such as DALS (Distress Alerting 
and Locating System) become mandatory equipment for recrea- 
tional boats. Іп the face of burgeoning responsibilities 
in practically all areas, the Coast Guard's operating inven- 


tory 1S becoming insufficient to meet the increased demands. 





Under the constant pressure of tight budgets, the Coast 
Guard has had to take a hard look at its operational require- 
ments. .For example, what is the true value of speed in 
fulfillment of missions? Are there craft which can provide 
the same level of effectiveness yet require fewer manning 
personnel? (The WPB 82 and the WPB 95 have comparable capa- 
bilities but the former operates with five less crewmen.) 
How important is a search capability? How about the ability 
to tow a disabled vessel? 

With the exceptions of icebreaking and aids to navigation 
operations which require specially configured and equipped 
messels, 1t 1s difficult to justify the procurement of a 
Sw ace or aviation craft that is limited to utilization for 
only one mission. This implied multi-mission capability 
requirement severely limits the choices of suitable craft to 
be considered. While it may be unrealistic to expect that 
some new type of surface vehicle or aircraft can perform 
exceptionally in all areas of Coast Guard oriented tasks, it 
may be possible to identify the resource that performs best 
throughout the entire range of mission demands. To know how 
each candidate craft performs in specific mission tasks as 
well as under a multi-mission concept then becomes valuable 
information to a decision maker. Some analytic framework is 
needed which will enable the Coast Guard to evaluate the 
performance of proposed replacement craft under both the 
single and multi-mission concept of operations. Such a general 


framework might be constructed in the following manner. 
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Initially all Coast Guard missions are divided into 
separate phases distinguished by the type of tasks to be 
performed in executing that particular mission. Кеу words 
would identify the tasks peculiar to each phase. For example, 
if all Coast Guard activity centered on the three missions 
of Marine Environmental Protection (MEP), Enforcement of 
Laws and Treaties (ELT) and Search and Rescue (SAR), the 


following phase breakdown of tasks may apply: 











MISSTON PHASE I PHASE II PHASE ТТТ 

RESPONSE TRANSIT EMPLOYMENT 

MEP Onload pollution passage containment, cleanup 
equipment and investigation 

ELT standby on patrol and enforcement 
station interdict 

SAR alert unit transit assistance to 
readied disabled vessel 


Po лы сл а=, each mission has ıts own unique and 
specific phase description. The task descriptions under 
phase I include a form of preparation and could be grouped 
under a phase heading "response". Likewise, phase II could 
be classified as "transit". The third phase tasks include 
the operations involved upon arrival to the scene of action 
and might be categorized as "employment". The aggregation 
of the individual task descriptions into generalized phase 
classifications would serve the purpose of identifying task 


ОсОО to all missions. These common functions 
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would then become the basis for determining what craft capa- 
bilities are desirable in each phase. By specifying these 
phases 7 and selecting a resource that performs 
effectively in each, the adaptability of that resource to 
multiple mission tasks would be reasonably assured. This 
approach prevents the possible selection of a craft which 
can do one mission extremely well but cannot perform another 
equally important one. 

Once the general phases are identified, the next step 
would be to develop a technique for evaluating any proposed 
craft in the performance of the separate phases. Assuming 
each phase is equally important to the outcome, a total 
performance measure could be obtained by adding the craft 
performance values for each phase. If phases are unequal in 
importance, the same reasoning applies but the individual 
performance values could be weighted accordingly. 

These phase performance values could be determined by 
HEcNoping relationships for known craft characteristics. 
Extending the previous example, transit may be assumed to be 
a function of 1) resource speed in typical sea states, 
BSurvivability in specific environmental conditions, 
BNEvVertical acceleration of the craft that leads to crew 
discomfort and sea-sickness, 4) sail area and draft affecting 
set and drift in certain wind conditions and ocean currents, 
etc. Once a relationship for each phase has been derived, 


the sources being considered and their "scores" for each phase 
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can be displayed in matrix form for further manipulations. 
These derived performance values have significance when 
viewed in a comparative context. For instance, Craft A may 
have a score of 5 and Craft B a value of 4 on a scale of 0 

to 10. The primary inference to be made is that Craft A is 
preferred to Craft B, according to performance criteria. The 
total matrix display would provide comparative craft perfor- 
mance information which could facilitate selection of a 
resource for testing or procurement. 

The purpose of this work will be to illustrate the general 
methodology by concentrating on only one mission, Search and 
Rescue. Although all of the following analytical discussion 
applies solely to SAR, the principles are adaptable to the 
combination of many missions mentioned previously. By starting 
with a single mission concept, attention can be directed to 
the procedural steps without getting bogged down with lengthy 
enumeration and phase aggregation of mission tasks. However, 
the phraseology will be as general as possible to suggest 
natural extensions along the multi-mission concepts. It 
should be kept in mind that in demonstrating the workability 
of this model, there may be occasions to criticize numerical 
entries arising from subjective evaluation of some factors 
where operational or test data was not available. Naturally, 
EncmrediEeuestuonsconvehow a craft's performance can be eval- 
uated are raised. The answers are difficult to come by: 


While the potential for this type of censure is acknowledged, 
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the point to remember is that it is the methodology that is 
of concern, not the accuracy of the authors' subjective 
views. | 

There are various reasons for choosing to analyze the 
SAR mission in preference to the others. Primarily, it was 
chosen because of the abundance of operational data available. 
Subsequent to the termination of every SAR incident, an 
assistance report, CG-3272 (Appendix A) is forwarded, via the 
chain of command, from the assisting resource to Coast Guard 
headquarters. These reports are compiled and stored on 
magnetic data tapes for each fiscal year. The three most 
recent years (FY71 through FY73) were used to gather statistics. 

Secondarily, SAR was selected because of the authors' 
experience in this field. A combined total of ten years of 
Coast Guard service has been devoted to Search and Rescue 
work. The operational experience includes four years of 
flying amphibious rescue craft, four years aboard high en- 
durance cutters, and two years as Commanding Officer of a 
WPB 95. In addition, two days temporary duty aboard the 
hydrofoil Flagstaff provided first-hand knowledge about a 
new type of craft. Nearly every type of SAR task has been 
experienced by the authors in this ten year period, both on 
the East and West Coasts. 

By restricting the scope of the study to one mission it 
may appear that the importance heretofore placed on multi- 


mission capability is ignored. However, as will be shown 
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later, the SAR mission will be broken down into separate 
categories of SAR activity. Not all resources can perform 
all the tasks that make up the SAR mission, and, likewise, 
resources differ in the effectiveness with which they com- 
plete the tasks that they can perform. Consequently, analy- 
sis of the wide variety of SAR activity has basically the 
same effect as combining many missions and analyzing them. 
This will become clear in the specific applications in the 
following chapter. 

In summary, the problem of procurring suitable replace- 
ments for aging resources, and the selection of new craft 
to meet the expanding responsibilities of the future must 
be satisfactorily resolved. An evaluation methodology to 
determine the capabilities of proposed replacement craft in 
Coast Guard missions would assist decision makers invaluably 
in this regard. This work is a first attempt at producing 
such a model using only the SAR mission. A future step would 
be to combine those individual craft capabilities into a 


model for evaluating a mix of craft at a particular station. 
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ТЗ METHODOLOGY 


Eight resources were selected for evaluation in their 
performance of the SAR mission. Four were high performance 
craft representative of hydrofoils, surface effect ships, 
and air cushion vehicles, all of which offer the special 
advantage of high operating speeds. Three were conventional- 
hull vessels currently handling a large proportion of SAR 
duty. The type of duties performed by these conventional 
craft generally describes the expected range of operations 
for the size of high performance craft аа in the 
analysis and furthermore these craft provide a low-speed 
reference for comparison in evaluating the high performance 
craft. Оле helicopter type was included to provide the 
model with a high-speed craft currently used in SAR for 
upper bound comparison. All of the vehicles are medium-range 
craft having the capacity to facilitate assistance out to 
150 miles offshore. The aim was to compare the ability of 
these craft to perform a given workload within this general 
range of operations. In determining a measure of effectiveness 
for any resource, three aspects were considered. 

l. Phase breakdown of the mission (distinguished by 
type of tasks to be completed) and performance in 
each phase. 


2. The importance of each phase as determined by the 
percentage of total time spent in each. 


3. Тһе actual workload for a designated period of time. 
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Each particular rescue operation was broken down into 
four separate phases. These are response (R), transit (T), 
search (S), and assistance (A). The craft's effectiveness 
in each phase was calculated and indicated by a scale column 
vector 5 consisting of four elements. 

Next, the average time recorded in each phase was ob- 
tained from historical SAR data and divided into nine separate 
SAR categories to form the reference base (three years of 
cases involving WPBs). The individual times were divided 
by the total time on the case converting the times into 
proportions. This yielded a (9 X 4) matrix referred to as 
the time weighting matrix (5677 The base times for the WPB 
were adjusted as appropriate for variables such as transit 
speed and response time to produce a unique time-weighting 
nox tor each craft. 

The fourth phase consists of the actual assistance ren- 
dered to the disabled vessel. Obviously if a particular 
craft is incapable of providing the type of assistance re- 
quired, the scale value for this assistance phase is zero. 
This implies that the completion of the three prior phases 
of response, transit and search, should in retrospect, be 
considered valueless also. To account for this, an adjust- 
ment was made in the computations for total craft performance. 
A dummy variable was introduced whose value depends upon 
whether the craft under consideration could successfully 


complete the mission. The value of the dummy variable is 
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unity unless the resource has a zero in its scale vector for 
a particular assistance sub-category. Іп the latter case 
the dummy variable takes on the value zero. 

A total performance matrix, er was then constructed 
in the following manner. For every craft evaluated 
(j = 1,.....,8) a performance vector was computed by multi- 
plying the СОЙЖ matrix corresponding to that craft by the 
scale vector corresponding to that resource and by the scalar 
MEMO” variable representing the "probability" that the craft 
could complete the "is type of SAR mission. This resulted 
in eight (9 X 1) performance vectors. These vectors were 
combined to form the (9 X 8) performance matrix (PL 3? repre- 
senting the performance of the ¿E craft in the gen SAR 
category. For clarification of the multiplication procedure 
see Appendix C. 

If all nine assistance categories occurred in equal 
proportions, the performance matrix would be the final step 
in the development of the model. However, this is hardly 
the case. Because of the non-uniform distribution of SAR 
categories, the performance matrix does not reflect the true 
worth of a craft to the Coast Guard. This is rectified by 
establishing a workload matrix based on historical data 
(FY71 through FY73) which indicates the frequency of occurrences 
of the nine assistance categories with respect to distances 
offshore and case severity codes. The performance matrix 


was pre-multiplied by the workload matrix to produce a 
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measure of effectiveness matrix which indicates the overall 
performance values for a resource in doing the Coast Guard 
mission. 

The development and construction of each matrix is dis- 
cussed in detail in the following sections. The analytical 
model described in section D combines all of the matrices 
into the final measure of effectiveness matrix. The compu- 
tations involved to produce the measure of effectiveness 
matrix with interpretations and implications of the indivi- 
dual elements are included in the final section of this 


chapter. 


А. SCALE MATRIX FORMULATION 

The performance of a search and rescue (SAR) vehicle can 
be evaluated by measuring how well it can complete the four 
phases of every mission operation.  Chronologically these 
are response, transit, search, and on-scene rendering of 
assistance. The relative significance of each phase may be 
visualized by examining the chain of actions resulting from 
the generation of a hypothetical search and rescue incident. 
A maritime distress call is received at a Rescue Coordination 
Euer (КСС). This initial notification to the Coast Guard 
could have been received in a variety of ways. An SOS signal 
may have been intercepted by a recreational boater who relayed 
the information to the nearest communication facility or a 


fishing vessel may have been reported overdue by a telephone 
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call. Regardless of how the call for help is received, the 
following sequence of actions result in response to the 
distress. 

RCC alerts the appropriate rescue facility via direct 
communication hot lines and the assisting resource is pre- 
pared to get underway. The only delay incurred here is for 
decision analysis — what is the proper resource to send? The 
RCC controller has at his disposal a current display board 
listing all available resources which can be utilized to 
prosecute a mission. The type of resource the controller 
dispatches is dependent upon the nature and severity of the 
situation, the location of the nearest search and rescue 
unit (SRU), and the weather conditions. Except for cases 
classified as "involving small danger to persons and proper- 
ty", the resource which can arrive on scene the earliest is 
usually detailed to handle the case. Once the desired resource 
is determined, the appropriate operating facility is notified. 

Total mission time is assumed to commence upon notifica- 
tion of the assisting operating facility. Time is an extremely 
critical factor in severe cases, but is less significant in 
rescue situations classified as moderate or light. But the 
true nature of the distress is an after the fact determina- 
tion and because of this initial uncertainty, the relative 
Mibereance Of response has to be highlighted. Response time 
used herein shall be defined to be the time from assisting 


тат оёу 1їСАы ТОП until the first search and rescue unit 
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ШЕШ) Секе ипдегиау. Тһе second phase, transit time, is 
self-explanatory and runs from unit time underway until 
arrival on scene of the reported incident. If the location 
of the distressed unit is positively defined, the next phase 
of operations is eliminated. However, as verified by histori- 
cal data, a significant part of the total time required to 
Кесе сисе a Case 1S Spent in the search mode. Search time 
duration is the difference between first arrival on scene 
of the reported incident until location of the distressed 
unit or termination due to fuel requirements or completion 
Of assigned search pattern, etc. Search time in the latter 
cases ends when the SRU departs scene enroute to its home 
facility or temporary base of operations. The SEARCH AND 
RESCUE REPORTS MANUAL, (CG-397), distinguishes the nature of 
assistance rendered by the classifications of personnel and 
property. These are sub-divided into numerous specific 
types of assistance such as medical evacuation of personnel, 
dewatering of flooded boats, or towing of disabled boats. 
Each type places a certain demand requirement on the assisting 
SRU. As delineated in the workload matrix, there are nine 
general types of operations involved which necessitate dif- 
ferent attributes of the assisting resource. This final 
pase Of Operations (assistance time), obviously must be 
performed or the entire mission fails. 

A resource's performance in a particular mission can be 


estimated using time as a proxy measure for how well it does. 
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The cumulative time in the four individual phases represents 
the total measure of performance and indicates the relative 
NIC ueness of that craft. The minimum cumulative time 
would be associated with the most effective craft. 

The Coast Guard records the operating facility "time of 
notification" and "unit time underway" for each particular 
incident on Form CG-3272 (Assistance Report). A simple sub- 
traction of the two times, averaged over all cases for the 
three year period (FY-71 through FY-73) resulted in an average 
response time for the rescue units being utilized. For the 
purpose of this work the primary interest lay in the response 
times of the WPB's, the helicopters, and the medium endurance 
cutters. A number of variables affect the total response 
time. The number of personnel required to man the resource, 
the equipment to be onloaded, the mandatory machinery warmup 
time, and even the time of occurrence of the distress influence 
the response time duration. Crew reaction during the early 
hours of morning is bound to be slower than at peak hours 
of the afternoon, for example. Response time data on new 
craft is limited to test and evaluation studies at best and 
doesn't reflect the same degree of accuracy afforded by years 
of operational data on Coast Guard units. However, the 
accuracy of these estimates is sufficient for the purposes 
intended. 

A test of the FLAGSTAFF's suitability in Coast Guard 


missions was conducted in November 1974. The FLAGSTAFF and 


22 








a WPB (Point Bower) were both assigned SAR duty and operated 
from the same facility. In the few recorded cases the 
FLAGSTAFF trailed the Point Bower in getting underway by 
approximately five minutes. Similar response time is 
predicted for other hydrofoils under evaluation. 

A Coast Guard evaluation of the SK-5 Air Cushion Vehicle 
was completed in October 1971 [Ref. 2]. The average response 
time in this study was reported to compare favorably with 
that of the helicopter. The ACV response time determined 
by CNA [Ref. 3] in a study for the Coast Guard exceeded 
the earlier study reported by five minutes. To prevent over- 
stating a craft's response capability, the larger number is 
used in later calculations. The Surface Effect Ship (SES), 
is the only proposed craft of this work which has not been 
evaluated in SAR missions. Because of the similarity to the 
ACV, the response time will be estimated to be the same as 
for the ACV. 

The average response eines for the current Coast Guard 
units were extracted directly from the data except for the 
WMEC-210 and the HH-52A for reasons specified in section B. 
The helicopter response time was estimated from experience 
while serving at Air Station Miami. The time of launch noti- 
fication and actual liftoff time are recorded for each case 
involving the HH-52A in an operation duty officer's log. A 
simple calculation yielded the response time averaged over 


numerous cases. Air Station Miami is assumed to be a typical 
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air unit. The response time for the medium endurance cutter 
was taken from Coast Guard estimates used as input to the 
Search and Rescue Simulation model (SARSIM). 

Existing operating facilities have a sufficient number 
of units to provide a ready craft when needed, so this does 
not influence the response time data. If this assumption 
were not permissible, then the probability of a unit being 
operationally available when called upon could be calculated 
and the average response time adjusted accordingly. The 
following table summarizes the response times for each of 


the proposed craft: 


Resource Response Time Scale Value 
(minutes) 
Flagstaff 25 4.0 
Highpoint 25 49 
Voyageur Lo 6.7 
ПНЕ 52А 10 TOZO 
Hoverferry 15 6.7 
WPB 82' 20 3210 
ШЕВ 95! 20 Deo 
ШС 210! 60 I7 


A method is needed to convert raw performance numbers 
into values which depict the relative advantage of each craft 
and have the quality of being dimensionless. The conversion 
to scale values must be consistent for each phase, or an 


undue bias might be introduced since each value represents 
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time values which should be consistently additive. То 
properly reflect equal phase importance the mean value of 
each phase should be approximately the same. The deviation 
from the mean will reflect the variability of craft suita- 
bility in each particular phase. Extreme deviations could 
possibly invalidate the results. To set some finite bound 
on craft values a scale from 0 to 10 was arbitrarily chosen. 
Increasing values indicate better performance and represent 
a higher degree of preference for the associated craft. 

The actual scaling involved taking the raw score of the 
"best performing resource" and converting other craft scores 
to fractions by dividing by this largest score. If the “best” 
performance is signified by the smallest raw score, the in- 
verse of these scores was first taken and then the above 
rationale applied. The final manipulation was to multiply 
each of the fractions by 10 to scale the values. 

For response, the times are converted into fractions of 
hours. Since a minimum response time is the desirable fea- 
ture, the inverse of these times was first taken. Then by 
dividing by the largest number and multiplying by the scale 
factor 10, the values in the previous table were obtained. 

Craft performance in the transit phase of SAR operations 
is a function of speed. The speed of a vessel depends not 
only on the physical design characteristics but also on the 
operating environment, primarily sea state for surface craft 


and wind for the helicopter. Wind velocities less than 60 
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knots do not seriously impair the operations of helicopters. 
Since winds exceeding 30 knots were encountered only 1.7 

per cent of the time, helicopter transit was, for this analy- 
sis, unaffected by wind and sea conditions.  Acknowledging 
the dependence of sea state upon wind, it was assumed that 
for surface craft, sea state is the limiting factor in SAR 
operations. The geographical area of transit was assumed 

to be feasible for all resources. Draft restrictions and the 
like for certain "close in" incidents are irrelevant, because 
prosecution of these type cases could be carried out by 
smaller craft currently in the resource inventory. For con- 
gruity, the wave heights have the same division points as 
later used in the formulation of the workload matrix. All 
applicable cases for the three-year period were analyzed 

and categorized according to sea states and type of assisting 


resource. These are listed in the following table. 


WAVE HEIGHT IN FEET 
(0555 о 210 
pe 0-2 


PERCENT OF TIME SEA 
STATES OBSERVED 60.4 372,9 01.7 


The table wave heights were divided into three ranges, and 
are compatible with data stored on the SAR magnetic tapes. 
The observed sea states are recorded for actual on-scene 


search conditions. Though it is conceivable that the sea 
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states in the transit environment differ from on-scene con- 
ditions, the difference is expected to be insignificant. 
The tendency would definitely be toward calmer seas since 
part of the transit is spent in sheltered waters. Тһе lower 
sea states would result in higher speeds for all craft in 
the transit mode. Because there is no means to determine 
the sea states under historical transit conditions and 
because of the unlikelihood that there is any difference 
between the two areas, on-scene reported sea states were 
used in the analysis. 

The following table lists the division points and symbology 


to be used in the calculations. 





WAVE HEIGHT BEAUFORT SCALE MAXIMUM SUSTAINABLE 
UNT TEEET SEA STATES SPKED IN SEA STATES 
й— 3 Wee 51 
5-10 3-4 52 
greater greater 53 
iuam 10 than 4 


The next table lists the maximum sustainable speeds by 


specific resource type in varying sea heights. 
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WAVE HEIGHT IN FEET 





RESOURCE 0-3 3-10 >10 
FLAGSTAFF 50 45 й 
НЇСНРОТМТ 48 42 1:2 
VOYAGEUR 47 0 0 
HH-52A 90 90 90 
HOVER FERRY 30 0 0 
WPB 82' 18 122 6 
ШЕВ” 95! 18 12 6 
WMEC 210' Ins 16 10 


An average maximum operating speed over time for each 
craft was computed by adjusting the maximum speed by the 
historical percentage of time cases occur in the various sea 
states over the three-year data period. Sea conditions 
remained relatively constant over the time interval of the 
data and there is no reason to doubt that it will not remain 
constant for future years, This particular scenario modifi- 
cation makes the craft performance directly applicable to 
the environmental mission demands. Transit speed can be 


calculated as follows where: 


Average Maximum _ : (Percent of operating Maximum attainable 
Transit Speed 1—1 time in sea state 1 speed in sea state 1 
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TAVE (pr acsTaFF) ^ ӘР12] + 42282 + $P454 


TAVE = (0.604) (50Kts) + (0.379) (45 Kts) + (0.017) (7 Kts) 


(FLAGSTAFF) 


TAVE = 47,4 Kts 


(FLAGSTAFF) 
The table below provides a computational listing of the 
maximum average speeds for each craft after being adjusted 


for operating sea states. 


RESOURCE MAXIMUM SPEED AVERAGE MAXIMUM SCALE VALUE 
IN KNOTS SPEED IN KTS 
SEA STATE ADJUSTED 
FLAGSTAFF 50 47.4 S 
HIGHPOINT 48 45.1 6.0 
VOYAGEUR 47 28.4 250 
НН-52А 90 ПЭО 10.0 
HOVER FERRY 30 қ 18.1 2.4 
WPB 82' 18 1525 21! 
WPB 95' 18 15.5 221 
WMEC 210' 17:5 16.8 202 


The time spent searching often varies from minutes to 
the craft's maximum endurance. A craft's search performance 
по Та ву 15 similar to transit in that it is primarily 
dependent upon speed and sea state. Crew vigilance, platform 


Са ЕЕ апай шару other factors affect the outcome of the 
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search effort. It is realized that these are important con- 
siderations, but are assumed equal for all craft in the 
search phase analysis. These features are partially handled 
in the subjective assistance phase analysis and will directly 
determine those scale values for each resource. A fixed 
search scenario can be used to evaluate the performance of 
each craft. The associated environmental conditions to be 
assumed are: 

l. Ten knot wind 

2. Ten mile visibility 

3. Thirty percent cloud coverage 
First day searches are normally designed to achieve a 
Beverage factor of one (1). Coverage factor (C) is related 
to sweep width (W) and track spacing (TS) per the following 


equation of Ref. 1. 


C - W/TS 


For a known visibility and a prescribed search altitude, 

the sweep width can be determined from Table I for any type 

of search object. For this scenario, the sweep width for a 

helicopter operating at 500 feet searching for a small boat 

is 3.9 nautical miles. For a surface craft the value is 

4.0 nautical miles. When the nomograph is used to determine 
the track spacing, the difference between 3.9 and 4.0 is not 


discernible. Therefore a W value of 4.0 nautical miles is 
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assumed as fixed for both vessels on the surface and air- 
borne helicopters. To achieve a coverage factor of 1.0 the 
search planner merely assigns the track spacing to be equal 
to the search width. With this mile track spacing the area 
searched in one hour by a 75 knot helicopter is determined 
to be approximately 280 square miles using the nomograph of 
Figure I. The comparative effectiveness of other craft can 
be determined by calculating the time required to search 
this fixed size area by using the speedy helicopter as a 
standard. This is done by entering the nomograph with the 
Speed of the craft and the fixed area (280 sq. mi.) and 
reading the time required to complete the search. The 


results are listed below. 


RESOURCE TIME REQUIRED TO SCALE 
SEARCH 280 SQ. MI. VALUE 
(in Hrs.) 
FLAGSTAFF ПАО 7.1 
HIGH POINT E 7.0 
VOY AGEUR 2.30 4.3 
НН-52А 1.00 1020 
HOVER FERRY 3.20 Sal 
WPB 82' 3.60 2.8 
МРВ 95' 3.60 2.8 
WMEC 210' 3.5 2.9 
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Scale values are calculated as described earlier. The "best 
performer" is the one with the shortest search time. The 
inverse of each craft's expected search time is multiplied by 
10 to yield the tabled scale values. 

Craft performance in rendering on-scene assistance is 
impossible to quantify objectively because of the nature of 
operations. Effectiveness depends on craft features such as 
maneuverability, platform stability, draft restrictions, and 
many others. Though these performance characteristics can 
be quantified generally for any vessel, it is not possible 
to relate the actual value in the SAR tasks which are per- 
formed. For example does a smaller turning radius mean a 
certain task can be done better? If so, how much? Because 
of these problems, a subjective approach of evaluating the 
craft was taken, relying on the authors' experience as well 
as other Coast Guard operational personnel for rating cri- 
teria. Where experience was lacking, technical reports and 
published papers were used in estimating craft assistance 
performance. 

The nine original operational assistance categories were 
aggregated into five sub-categories according to the similar- 
ISO tasks involved in performing the mission. For instance, 
delivering supplies and evacuating personnel require the same 
craft capabilities to assure successful execution of the 
assistance. To maintain compatibility with the other three 


phases each craft was subjectively rated on a scale from O to 
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10 according to its suitability in the applicable SAR 
situations. The next table includes these scale values 
based on the pertinent comments accumulated from available 
technical reports and from operational experience. 

For navigation and communications assistance each craft 
is considered to be equally capable because the assistance 
is dependent upon the equipment installed aboard and the 
same can be installed on all craft. 

The scale values for all four phases are presented іп 
matrix form below. This matrix will be referred to as the 


Scale matrix (O44). 


PHASES FLAG- НЇСН- VOYAGEUR HH52A HOVER WPB 82 WPB 95 WMEC 210 
STAFF POINT FERRY 
RESPONSE 4.0 4.0 БЕЯ 10.0 6:7 50 50 1.7] 
TRANSIT 6.3 6.0 3.8 10.0 2.4 21! 2-1 222 
SEARCH mL 7:0 4.3 10.0 2-1 2.8 210 259 
ASSISTANCE 1 4.0 4.0 210 8.0 20 6.0 6:0 6.0 
ASSISTANCE 2 4.0 4.0 4.0 0.0 4.0 10.0 10.0 10.0 
ASSISTANŒE 3 4.0 4.0 4.0 8.0 4.0 6.0 6.0 6-0 
ASSISTANCE 4 2.0 250 6.0 0.0 6.0 10.0 10.0 10.0 
ASSISTANCE 5 5.0 UU 220 250 SU БО 2-0 5.0 


SCALE MATRIX 


Summarizing, the scale matrix 2 contains dimension- 


less values indicating craft performance in the different 
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phases of a mission. There are four phases with the fourth 
broken down into five sub-categories. A score of 0 implies 
complete inability of a resource to perform the phase tasks. 
Similarly, a score of 10 in each of the first three phases 
means that the associated resource out performs all other 
craft in that particular phase. In the fourth phase, sub- 
jective values were assigned to craft using the same scale 
(0-10). For instance, in towing and escort (Assist 2), the 
conventional vessels are ideally equipped to perform this 
task and were assigned a value of 10. Insignificant dif- 
ferences exist between the high speed surface craft which 
are equally rated to be forty percent as effective as the 
best towing craft. For some of the assistance sub-categories 
the top score is less than 10. This is meant to indicate 
some inability of the craft to perform the phase tasks. As 
an example the helicopter is the best search vehicle, but 
is bad weather limited so it has a score of only 8. Other 
craft were then rated comparatively according to this standard 
as the best score. 

If the only consideration were scale values then the 
most desirable craft would be the one with the highest cumu- 
lative score in the four phases. Using this rationale the 
obvious choice for a search vehicle from the scale matrix is 
the helicopter with a total score of 38. But as will be seen 
in the next section, the proportion of time actually spent 
in each phase directly affects how important the individual 
phase values are in the ultimate determination of a suitable 


Graft- 
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B. TIME WEIGHTING MATRIX 

The time weighting matrix (3 ха) is a display of the per 
cent of total sortie time in all SAR categories (k) which is 
spent in each phase (a) of the SAR mission. Response times 
were available indirectly from the SAR records by subtracting 
"time notified" from "time underway". Transit times were 
obtained in a similar manner by subtracting "time underway" 
from "time on scene or arrival in search area". Search time 
and time actually spent on scene rendering assistance are 
not reported statistics on CG-3272. However, "total time 
on sortie" is reported explicitly, and with this information, 
search and on-scene times can be estimated, as below. The 
following table of times (in hours) was obtained from the 


SAR data with respect to WPB's: 


Response Transit Te tall 

time (hrs) time (hrs) time (hrs) 
Search, large object .29 тт 4.93 
Search, small object 3530 12:21 без О 
Tow and/or escort „25 1,43 4,56 
Deliver supplies 221 17503 331i 
Evacuate personnel 220 11:02 3.04 
Comm/Nav assist. .16 1.09 3244 
Refloat ЙД 262 3200 
Dewater 220) p SI 
Baht fire 275 42207 5.06 


The following relationship was the basis for the 


derivation of search and on-scene operations time: 
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Total time = Response + (() Transit + Search 


+ On scene assistance 


where (@) is determined by the type of assistance rendered. 

From this, the sum of search time and on scene operations 
time is found directly. The fractional division of this 
lumped time is a matter of subjective evaluation and varies 
with each type of SAR case. General guidelines do exist in 
that CNA [Ref. 3] has shown that about 25$ of the time the 
Coast Guard assisting resource spends more than thirty minutes 
in the search mode. This information was available to CNA 
since their data was from the years 1967 to 1969 when "search 
time" was a reported statistic on CG-3272. It has since been 
revised, and "search time" is no longer reported. The CNA 
study was based on all existing resources, not just the WPB. 
For CNA, the average search time per sortie was 49.8 minutes. 
The Study for Alerting and Locating Techniques and Their 
Impact [Ref. 4], hereafter referred to as SALTTI, reported 
a figure of 45 minutes per sortie for cases involving towing, 
and 65 minutes per sortie for non-towing cases.  SALTTI 
estimates were made for the WPB in particular. Weighting 
these two figures by the number of towing and non-towing 
cases (FY73) gave an average search time per sortie of 50.7 
minutes. 

Eor tne SAR category, "Search, large object", the transit 


coefficient (80) is two since the nature of assistance rendered 
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would not hinder return transit. Consequently, the total 
transit time is merely twice (60-2) the outbound transit time. 
When all accounted-for time periods are subtracted from the 
total time spent on the sortie, the remaining time period 

is the sum of search time and on-scene assistance time. Since 
this SAR category implies a minimum of time spent rendering 
assistance (the search itself is the assistance rendered), 
and in view of the large number of searches where the objec- 
tive is location and not subsequent rescue, the division of 
the remaining time period is chosen to 90%/10% in favor of 
search time. The same reasoning applies to the category 
"Search, small object". Therefore, these two SAR classifi- 


cations have been broken down into the following time frames: 


response one-way transit search on-scene 
time (hrs) time (hrs) time (hrs) time (hrs) 
Search, 
large obj. .29 1.14 .9(4.93-.29-2(1.14)) .1(4.93-.29-2(1.14)) 
= 2. = .24 
Search, 
small œj. 230 1227 OO SOS La 21069010230. 00020 
= 2.93 = .33 


For the SAR category "tow and escort" the term "(@) 
Цэ 11-10" 15 replaced by "transit * 2.13". This was developed 
by assuming that, in cases involving towing and/or escorting 
(towing and escort speeds are assumed the same) the total 


transit time is the outbound transit time plus the time 
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required for the inbound transit of the "average" tow or 
escort. The time involved with the "average" tow or escort 
proved to be the quotient of the average distance towed and 


the (estimated) average towing speed: 


AMS 


oro = 2.13 hours 


In the original notation, this is equivalent to: 


transit = transit- -+t 2.13 


Se transit + 2.13 = 1.43 + 2.13 — 2.5 
transit 1.43 у 


(ла indicates that return transit time is 
1.5 times the outbound transit time) 


From SALTTI, optimistic and pessimistic estimates of 
time spent on-scene during towing operations were made for 


WPBs: 


On-scene assistance time 
Ши type optimistic pessimistic average 


WPB 20 minutes 40 minutes 30 minutes 
(mS) 


Search time is now the only unaccounted for time period 


in the total time equation and can be found by subtraction. 
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Therefore, the "tow and/or escort" section is broken down 


into the following time frames: 


response one-way transit search on-scene 

time (hrs) time (hrs) time (hrs) time (hrs) 
Tow and/or 225 22245 4.56-.25-2.5(1.43) 29 
Escort = 4255 


For the categories "deliver supplies", "evacuate personnel" 
and "communications and navigation assistance" it is no 
longer necessary to look at data from WPB cases only. For 
БИЕ deliver supplies" operation, practically any existing 
resource is suitable, and it may be reasonably assumed that 
this activity is performed uniformly in efficiency and fre- 
quency by the current resource inventory. Consequently, the 
search time estimate used for this SAR category is from SALTTI 
and represents the servicewide average search time per sortie. 
The assistance types "evacuate personnel" and "communications 
and navigation assistance" represent operations that are 
performed predominantly by helicopters and other air re- 
sources. Again, SALTTI estimates for search time per sortie 
were used considering helicopter cases for "evacuate personnel" 
and all air resources for "communications and navigation 
assistance". Therefore these three categories are broken 


down as follows, assuming 8 = 2: 


42 








response one-way transit search on-scene assistance 


time (hrs) time (hrs). time (hrs) time (hrs) 
deliver 
supplies 221 1.09 2 3.31-.21-2(1.09)-.71 = 0.21 
evacuate 
pers. ‚30 1.02 m 3.04-.30-2(1.02) -.34 = 0.36 
comms/nav 
assist . 16 1.09 58 3.44-,.16-2 (1.09) -.58 = 0.52 


For the remaining three categories of "refloat", "dewater", 
and "fight fire", the transit coefficient (@) takes on a 
meaning similar to that described in the "tow and escort" 
section. For these cases it is estimated that rescue efforts 
will result in success 70% of the time, which will then re- 
quire tow or escort services on the inbound transit leg. 
Therefore the total transit time will be composed of the out- 
bound transit time plus the identical time for inbound transit 
30% of the time, and outbound transit plus 1.4 times that 


transit time 70% of the time: 


ЕО) ЕА о (07) = 2.35 


After all time accounted for in the time equation is 
subtracted from the total sortie time, the remaining time 
is composed of the sum ОҒ search and on-scene operations 
time, as before. Both Ref. 3 and Ref. 4 determined the 


average search time for these cases to be approximately 50 
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minutes per sortie. Using this estimate the three categories 


are broken down as follows: 


response one-way transit search time on-scene assistance 
time (hrs) time (hrs) (hrs) time (hrs) 
refloat .24 702 599 22005221-2425(021027-283 
= 0.47 
dewater 220) 1.32 483 22.2002. 1,53 
= 1.14 
fight fire .26 1207 go 5206-226 93 
= 1.46 


Recapping the computations performed to this point yields: 


on-scene 
response transit search assistance total 
time (hrs) @ time (hrs) tim (hrs) time (hrs) time (hrs) 
search, 
large obj. .29 2 1,14 212 „24 4.93 
search, 
small obj. . 20 2 1:27 2.93 233 6.10 
tow and 
escort 225 2.5 ed 0.255 220 4.56 
deliver 
supplies 221 2 1.09 0.71 221 D 
evacuate 
personnel ‚30 2 1.02 0.34 156 3.04 
comm/nav 
assist. .16 2 1.09 0.58 52 3.44 
refloat 224 2:595 0.62 0.83 .47 3.00 
dewater .20 2835 12232 0.83 2012 5.27 
fight fire ‚26 2735 1.07 0283 1.46 5.06 


The total time spent on a Case in each category is divided 


into the four phases of response, transit, search and assist 
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in the proportions indicated by the дафа. To allocate the 
time to each phase properly, a mođification to the (@) term 
is made. In those categories where return transit is not 
slowed by the nature of the assistance rendered (@=2) is 
the multiplier of "transit" in the following calculations. 
In those cases where the assistance rendered affects the 
return transit, the multiplier of "transit" is one (repre- 
senting outbound transit), and the on-scene operations ele- 
ment is augmented by a factor of ((@ - 1) X transit). This 
accounts for those circumstances (towing, for example) 
where on-scene operations continue beyond the scene of the 
incident and might otherwise be considered incorrectly as 
an element of “unencumbered” transit. 

The matrix of average time spent in each phase of every 


SAR category 1s constructed as follows: 


response transit search assist 
(hrs) (hrs) (hrs) (hrs) 
search, 
large obj. 229 2 (11) = 2 28 2.12 224 
search, 
small obj. ‚30 2 (1:27) = 2254 2.093 2 
tow and 
escort 225 1(1.43) = 1.43 0.24 „5 + 1.5(1.43) = 2.65 
deliver 
supplies 221 2(1.09) = 2.18 0.71 221 
evacuate 
personnel 220) 2(1.02) - 2.04 0.34 596 
conm/nav 
assist. 216 2(1.09) = 2.18 0.58 „52 
refloat .24 1(0.62) = 0.62 0.83 ‚47 + 1.35(0.62) = 1.31 
dewater „20 (ЧИ у= 1732 0.83 Baer 1, 35402 20,22 
fight fire 126 1(1.07) = 1.07 0.83 ооа O = 2 9] 
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The intent of a matrix of this configuration is to 
weight the scale matrix of performance characteristics to 
give appropriate emphasis on each phase in every SAR cate- 
gory. For example, a WPB 95 was rated in performance іп 
response, transit, search and assistance by four separate 
scores. To evaluate the WPB 95 in the SAR category "evacuate 
personnel” the four performance scores are rated in the pro- 
portions 10% (response), 67% (transit), 11% (search), and 
12% (assistance). These per cents were found by dividing 
each element of the row "evacuate personnel" in the above 
matrix by the row sum. The intention is to emphasize the 
performance scores in proportion to the expected duration of 
the actual phases. 

At this point it became apparent that the above matrix 
ПАМТЕ function as intended except in the evaluation of a 
WPB (recall that the data that generated this matrix was 
obtained from WPB cases). It is incorrect to weight hydro- 
foil transit by 67$ since the hydrofoil transits much faster 
than the VPB and will consequently spend much less of a per 
cent of total time in the transit mode. The factor that 
remains constant while resources vary is the distance tra- 
veled both in the transit and search phases, not the time. 
Likewise it may not be appropriate to weight hydrofoil 
response by 10$ since it spends a longer period of time in 
the response mode than does the WPB, and it may be expected 


that the percentage of total time in the response mode for 
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the hydrofoil would be different from the WPB. It is assumed 
that the length of time spent on-scene rendering assistance 
is entirely a function of the type of assistance required, 
and is unaffected by the type of resource rendering it. 
Consequently the data derived from the WPB cases is good for 
all resources. Any differences among the various resources 
in ability to handle certain types of assistance is accounted 
for in the scale matrix. 
Two modifications to the matrix are necessary to insure 
that it properly weights the performance matrix: 
l) Since the transit and search time figures already 
generated concern WPB cases only, and the average 
WPB speed is easily obtained, transit and search 
distances can be found. This is done by multiplying 
the transit and search columns of the matrix in 
question by 15.5 knots, which is the average WPB 
speed. In matrix notation the above computation 
would appear as TER on the following page. 
It is this matrix that will form the basis for all further 
computations and upon which the second modification will 
be performed: 
2) Since the average response times for each resource 
to be evaluated are known from appropriate references 
(and available from scale matrix computations) their 
values should be reflected in the response column. 


This is done by multiplying the response time column 
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of the matrix in question by X/20, where X is the 
average response time of the resource under consid- 
eration and 20 is the average response time of the 
WPB. 
The aforementioned computation, in matrix notation, 
incorporates modifications one and two and yields a matrix 


representing the amount of time spent in the ob phase 


during the n 


type of SAR activity. This matrix is shown 
on the next page, and it is empty since the values to be 
observed depend on the particular resource in question. 

In particular, "X" and "speed" refer directly to the craft 
under consideration. 

This matrix, where all four phases have the dimension 
"time", are transformed into the 5 ка matrix by dividing each 
element by its respective row sum. The a matrix reflects 
the per cent of time the resource under consideration spends 


eh 


in the a phase of SAR for the ыг type of SAR incident. 


The $ matrix for the WPB and the hydrofoil (hydrofoil speed 


ka 
is assumed to be 40 knots and average response time is 


assumed to be 25 minutes) are shown as follows for comparison: 
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% matrix for WPB: 
ka 


Response Transit Search Assist 
Search, large ‚06 ‚ 46 „43 205 
Search, small ‚05 ‚42 ‚48 „О5 
Tow/escort 05 242 .05 258 
Del. supplies . 06 . 66 222 .06 
Evac. pers. ‚10 О m E 212 
Comm/nav 205 „63 ОЛ] 215 
Refloat „08 221 228 .43 
Dewater .04 25 .16 795 
Fight fire ‚05 221 SPG 5-5 
ба matrix Тог hydrofoil: 

Response Transit Search Assist 
Search, large Eno 7172: 3 
Search, small 215 39 A 211 
Tow escort . 09 ‚ 16 20: Roe 
Del. supplies . 16 453 .18 23113 
Evac. pers. 223 .48 .08 21 
Comm/nav = ИЕ 20 24173 .29 
Refloat ‚14 21 5215 . 60 
Dewater ‚06 213 .08 2223 
Fight fire ‚08 Қы) .08 21153 


One general comment is in order before proceeding. The 
En the "response time" column represents the average 


time from notification of a SAR incident until the WPB is 
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underway. Attempts were made to find average response times 
for other resources from the SAR tapes, but the results were 
mot intuitively consistent. For example, the data indicated 
that the 210 foot WMEC averaged between 5 and 10 minutes for 
response. Experience indicates that response for this re- 
source would more realistically be measured in terms of hours, 
so the resulting average response time from the SAR tapes 
is considered grossly in error. An explanation for this 
result is that perhaps in a large number of WMEC cases the 
resource was already underway on patrol upon the occurrence 
of the SAR incident. Assuming this to be true (there is no 
way to verify this by the data), the figure obtained is more 
appropriately labeled "time to divert" rather than time to 
transition from a "cold iron" status to underway. Similar 
erroneous data was observed in helicopter cases where experi- 
ence indicates this resource usually responds rapidly, but 
the data unexplainably rated it equivalent to the WPB. Only 
in the case of the WPB did the SAR tapes yield results that 
were commensurate with the authors' experience. Therefore 
the WPB response data vas used, and individual response 
differences among varying resources was accounted for in 
Ehe scale matrix. 

Bererring to the matrices just constructed, it is observed 
that the per cent of time that the hydrofoil spends in transit 
is less than that for the WPB due to the greater speed capa- 


У О: the hydrofoil. Likewise, the per cent of total 
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time the hydrofoil spends in response is greater than that 
of the WPB because total case time is less and response time 
is larger for the hydrofoil. 

Note that in comparing the e matrix for the WPB and 
the hydrofoil, the differences in the transit columns are 
in the direction expected but possibly not in the magnitude 
expected to be observed from almost a 3 to l speed ratio. 
This is due to the fact that SAR incidents in general do not 
occur great distances from shore. Since the Coast Guard 
stations are located in areas of high density boating popula- 
tions, it follows that SAR incidents do not generally occur 
at great distances from rescue stations. Consequently the 
high speed characteristics of the hydrofoil are only par- 
tially observable in terms of per cent of time in each phase 
of the SAR mission. (This hints that perhaps the hydrofoil, 
to be more fully utilized, should undertake Coast Guard 
operations in missions other than SAR where longer transit 
distances are inherent.) 

In summary of this section, the oe matrix (the per cent 
of time spent in the о phase of SAR in the geh category 
of SAR activity) is derived for every resource under consider- 
ation whose speed and response characteristics are unique. 
when post-multiplied by the фа vector corresponding to the 
resource under consideration and a simple probability term 
(to be explained in the next section), the result is the Р, 


“ch 
vector representing the performance scores of the J resource 


in all k SAR categories. 
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С. THE WORKLOAD MATRIX 

Two characteristics which effect the handling of a SAR 
case are the distance to the scene of the incident and the 
degree of severity that is implied by the nature of the dis- 
tress. Іп the first instance, Ref. 3 showed that 45% of 
all SAR cases occur within five miles of the assisting re- 
source, and that about two-thirds of all cases occur within 
about 10 miles. Since the CNA analysis included all Coast 
Guard resources, it was felt that the numerous cases (65$ 
of the total) involving assistance rendered by motor life 
boat or utility boat caused the "distance to scene" results 
to be too low for the purpose of this work. Using the data 
available, the 235,000 cases on file were sorted into those 
handled by the WPB's, WMEC and helicopters since these re- 
Sources more readily reflect the type of case that is apt to 
be encountered by any of the non-conventional craft to be 


evaluated in this study. This data sorting yielded the 


following: 
distance to scene $ cases cumulative $ cases 
0- 3 miles 1-2 13.55 
3 - 25 miles 47.5% 61.0% 
> 25 miles 39.0% 100.0% 


By comparison, the CNA study showed that about 152 of 
all Coast Guard SAR cases were responded to by WPB, WMEC or 


(СШ сОрЕет< during the three year period 1967 to 1969. 
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Analysis of the data for the three year period from 1971 
CONOS indicate a figure of approximately 11%. This may 
substantiate the effects of increased age and consequent 
reduced reliability of the WPB, WMEC and helicopters. This 
4% reduction in response by medium-sized resources may also 
hint that steady growth in recreational boating populations 
(and SAR activity involving those small vessels) has tended 
to decrease the per cent of cases handled by Coast Guard 
medium endurance/range craft. A combination of these two 
hypotheses is also viable. 

Severity is reported as the subjective evaluation of the 
Coast Guard assisting crew upon arrival on scene of the SAR 
incident. It is reported twice, once with respect to the 
property involved and again with respect to personnel. Three 
severity codes were used, and they are defined in CG-397 
(Search and Rescue Reports Manual) as follows: 


Small - none or slight severity; no immediate or 
foreseeable danger to property or personnel 


Moderate - reasonable to assume that property or 
personnel might have been lost 


Great uci that property or personnel would 
have been, or were, lost 


Severity conditions were considered from the same two 
sources that yielded the "distance to scene" figures. The 
CNA analysis of the years from 1967 to 1969, looking at all 
resources, is shown for comparison only. The data, sorted 
as mentioned earlier, from the SAR tapes of 1971 through 1973 
шэг beeused for the same reason that applied to the 


"distance to scene" discussion. 





ONASEO O 7 = 1969) (ТЭЙ -210 18) 


Severity % cum. 3 % cum. $ 
small 67.2% 67.2% 50.4% 50.4% 
moderate 19.7% 86.9% 23.0% 73.4% 
great 13.1% 100.0% 26.6% 100.0% 


In considering all WPB, WMEC and helicopter cases from 
1971 through 1973 with respect to both distance to scene and 


severity conditions, the following percentages were found: 


земе codes 





small moderate great total 

distance 0-3 miles 8.083 2.82% 273625 13.5% 
to scene 3-25 miles 26.60% 9.72% 11.17% 47.5% 
25 miles 1508753 10.413 122824 39.0% 

Total 50.433 22.95% 26.62% 100.0% 


It was decided that the combination of the two variables 
(distance to scene and severity) were sufficiently discriminating 
to warrant their inclusion in the final measures of effective- 
ness. The "distance to scene" variable reflects some degree 
of readiness in that during short-distance cases there are 
no extended periods of inactivity during the transit phase, 
and even if return transit should involve a tow the distances 
eom cerned take relatively little time to traverse. In long- 
distance cases the routine and almost boring transit phase 


is compounded by the probability of an even longer inactive 
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penita during an encumbered return transit. The severity 
variable represents a subjective emotional factor that 
ranges mn relaxed and indifferent for routine cases to 
excited, active, and deeply involved for life and death 
situations. The interaction of the two variables is also 

oS mmterest since, in terms of the individual activity, 
involvement and interest of the crew, there is some cross- 
over point as distance to scene and severity increase. This 


relationship can be shown in an abstract sense as follows: 


Bnereasing activity, 
involvement and 
interest levels A 





increasing severity and 
distance to scene 


The categories of SAR activity to be considered in this 
әш cover practically all of the types of assistance that 
EuNucportable from CG-397. The only activities not con- 
sidered were aborted sorties, providing safe conduct, salvage 
operations, and ice related assistance. Aborted sorties 
may include several circumstances such as false alarms or 
assistance that was initially requested by the boater in 


question but later, before Coast Guard arrival on scene, 








declined due to an improving situation (weather) or re-evalua- 
tion of the distress itself. Also in this category are those 
cases where several resources respond to a distress call 
but, after the position and nature of distress become more 
certain, some of the assisting resources become unnecessary 
and are called off the case. By excluding the assistance 
categories Just mentioned, about 70% of all Coast Guard 
assistance is accounted for. This figure is not impressive 
until it is realized that 27.5% of the 30% unaccounted for 
activity represents aborted sorties where no assistance 15 
rendered anyway. Taking this into consideration, about 
97.5% of all actual Coast Guard assistance is accounted for, 
The CG-397 listings for assistance rendered are shown 
on the next page. The coding C08 or C09 indicates whether 


assistance was rendered to personnel or property, respectively. 
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CO8 (assistance rendered 


ЁО personnel): 


0l - searched/failed to locate 

02 - searched/located only 

03 - searched/rescued 

04 - delivered equipment 

05 - vectored other unit to scene 
06 - provided coms facilities 

07 - evacuation (non-medical) 

ll - MEDEVAC 

12 - provided Doctor and NEDEVAC 
13 - provided Doctor 

14 - radioed medical advice 

15 - delivered medical supplies 
16 - rendered first aid only 

17 - provided safe conduct 

18 - MEDEVAC requiring recompression 
50 - sortie aborted for logistics 
90 - sortie aborted 


C09 (assistance rendered 
ОЕ 


01 - searched/failed to locate 

02 - searched/located only 

03 - attempted salvage/failed 

04 - recovered property 

05 - vectored other unit to scene 

06 - provided comms facility 

07 - broke ice 

08 - refueled/resupplied 

09 - gave navigational assistance 

ll - fought fire 

12 - dewatered 

13 - refloated 

14 - delivered pump and equipment 

15 - made repalrs 

16 - stood by 

20 - towed only 

21 - fought fire and towed 

22 - dewatered and towed 

23 - refloated and towed 

24 - Gelivered pump/equipment 
and tcwed 

25 - паде repairs and towed 

26 - stood by and towed 

27 - relieved tow 

30 - provided escort only 

32 - dewatered and escorted 

33 - refloated and escorted 

36 - stood by and escorted 

50 - sortie terminated for logistics 

90 - sortie aborted 


Nine SAR categories have been chosen such that they 


include all assistance (except 
classifications listed above. 


as follows: 


Ри оссагсп, large object: 
ЕЕ: small object: 


as mentioned previously) 


They are described (in code) 


CO9(1) and C09(2) if case 
involves vessel over 26 feet 
in length 


С08(1) апа С08(2) апа C08(3) 
and, if case involves property 
less 1а11:20-16Єё ап length; 
CUS (wand CUO (2) 





ЫН ere cay CL 009520” псе ©0921) апа соз (22) 
аш: ЕО о) апат 2022 27009125) 
and C09(26) and C09(27) and C09 (30) 
ana Cog(32)<and C09(33)-and C09(16) 


4) Deliver supplies: С08(4) апа С08(15) апа С08(16) 
апа С08(13) апа С09(8) апа С09(14) 
and C09(15) and с00(24) апа 
C09(25) and C09(32) 


5) Evacuate personnel: C08(7) and CO8(11) and C08(12) 
and C08(18) 


6) Communications and 
navigation assistance: С08(5) апа С08(6) апа С08(14) 


| 21. C09(13) and C09(23) and C09(33) 
8) Dewater: СО9(12) апа СО9(22) ana C09 (022) 
ШЕ ЕІСПС fire: СО9(11) апа СОоО9(21) 


It should be noted that one Case may result in two types 
of assistance rendered. For example, a unit reporting assis- 
tance category C09(22) would be credited with having both 
dewatered and towed as if it were two separate cases. In 
fact, after the computer sort routine has scanned approxi- 
mately 235,000 assistance reports selecting for consideration 
those involving the WPB, WMEC and helicopters, 25,846 cases 
were analyzed yielding 33,903 assistance entries. Referring 
to the example of a unit reporting assistance category C09(22), 
the information on that case is stored under SAR category 8 
for "dewatered" and again under SAR category 3 for "tow and/or 
escort" as if two separate and independent cases had occurred. 
This is necessary because of the way that the nine SAR cate- 


E wesohave been grouped. It is not feasible to do otherwise 
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since the SAR data does not lend itself to the type of 
scrutiny necessary to allow combined assistance codes (such 
as C09(22)) to be considered as assistance rendered wholly 
in one category and not the other. 

The workload matrix Wik represents the proportion of 
the time that SAR category k (k = 1,...9) occurred in the 
¿Eb (i = 1,...9) distance/severity zone. The matrix is an 
array of constants having been found by sorting SAR case 
information from the years 1971 through 1973, 

Initially a matrix is constructed showing the distribu- 


tion of the number of assistance attempts in the i distance/ 


severity regions and the k SAR categories: 


b 5 
2 Ami oa e p 
$ 25 3t В а но 8 
Oh Un d © Sn p D "b so р р 
dd ЧЕ 45 89 En 4 5 & 
0) go a H E О 
| 3^ 89" 20 дада 88 8 B c 
(0-3) miles, xe 
small severity 
(0-3) miles, 
moderate severity 
(0-3) miles, 
great severity 
(3-25) miles, 


small severity 
(3-25) miles, 
moderate severity 
great severity 


i25) miles, 
small severity 


(» 25) miles, 
moderate severity 


(> 25) miles, 
great severlty 





61 





Dividing each element by 33,903 (the sum of all the 
elements) gives the proportion of time that each of the k 


SAR categories occurred in each of the i distance/severity 





regions. This is the workload matrix, И. к: 
81 
цэнэг i 4028 p 

2 -2 Ч р y Bg Ж ы y Ч 
88 54 84 За 88 $3 8 3 . 
ІЗ ји 43 da Sh 584 Y 402 
7% 0) = Д 3 О e e 

(0-3) miles, 

small severity ; : 125 

(0-3) miles, 

moderate severity : : И 2957 

(0-3) miles, 

great severity : : б : 292 

(3-25) miles, 

small severity 4825 

(3-25) miles, 

moderate severity OS > 

(3-25) miles, 

great severity 6.72 14.77 

(> 25) miles, 

small severity О 722458 

(> 25) miles, 

moderate severity 1-50 719740 

(> 25) miles, 

great severity 95520 24.23 

Miote: a scalar factor of TS has been suppressed) 


In summary of this section, the workload Matrix WEM 


Gene proportion of the time that the n 


ED 


SAR category occurred 


mo che 1 distance/severity region) is constructed by sorting 
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BARK Case information from the appropriate 33,903 records by 
SAR category and distance/severity zones, and then multi- 
pug this array by the scalar 1/33,903. The resulting 


proportions are based solely on historical data. 


р. ANALYTIC MODEL 
Mie following notation applies to the discussion of 


the general analytic model presented in this study: 


sch 


i-i distance/severity region (i = 1,....9) 
ј = en resource (j = l,....8) 

a = ns SAR category (k = 1,....9) 

а, = pen phase of the SAR mission (a = l,....4) 


The workload matrix ee represents the historical pro- 


portion of the time that the geh 


ЕП 


SAR category occurred in 
connection with the 1 distance/severity region. 

The performance matrix E consists of the individual 
performance vectors of the j resources evaluated in all k 
SAR categories. Each of these performance vectors is ob- 
tained as the product of the 2 matrix, the vector Ф о 
and a scalar which is the "probability" that the resource 
under consideration (355) can perform the assistance required 
in the me SAR category. The Ёс matrix represents the per 
cent of time spent in the а phase of the цн SART Category, 


ENSE 55 unique for each resource whose speed or response 
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abilities are different from any other resource. The CS 
vector represents the capability of the specific resource 


under consideration in the "a phase of the SAR mission. 





Symbolically, the relative performance (column) vector 


Гог а specific (3, resource is: 


а "Pr ДЕ и ES EE 
) no if k = 3 
D E О + La “nz if k = 4,5 zer gage К); 
ud if k= 6 К 
22117 IE MOM 


The performance matrix P is the grouping of the Py 


kJ 
vectors for the j resources to be evaluated. (Note: the 
assistance (a=4) phase of the SAR mission includes tasks 
that resources perform with different degrees of effectiveness, 
primarily dependent on the nature of the tasks. To prevent 
loss of information by total aggregation, this phase is di- 
vided into five sub-categories. For notation, these five 
sub-categories are labeled A, и...) Пцвеосполсе of 
A depends upon the category (k) in question.) 

The product of the workload and performance matrices, 


th 


(W • Р іе Ehelmeasúre of effectiveness in the 1 


5 Брије 


distance/severity region for the en resource, or: 
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9 
Мо. = EW, SP 


1) k=1 ik kj 
%%4 ral if k=1,2 
= 2 2 е е о. u > m : 
EMEND SE M, uoa, XE caso | БОД сеп 
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| 
о 


Та ZN Af oak 


564 “Rs ЕКО 


| 


The model may be more easily visualized if it is shown 


schematically: 


For resource (j-1), construct the performance vector: 


а j=l 
J | 3-1 
о=1,2,3 
k x x pi, can do k) = k 
Ет Р 
: К 
E 


Bor resource (322), construct the performance vector: 








For resource (j-n), construct the performance vector: 


EST 


j 
o=1,2,3 
a, xip] can do k) = k 
Pk 


Combine these performance (column) vectors to obtain the 


(QU и 


performance matrix (Pia): 


ia ј=г =з ШЕН J 
k k k A kk EIE 
Pr 


The product of the workload matrix, Ways and the perfor- 
mance matrix, Pj ! is the measure of effectiveness matrix, 


MOE. .: 
1) 


k J 
| NM B БЭ Е 
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iy. MEASURE OF EFFECTIVENESS AND SUMMARY OBSERVATIONS 


Detailed calculations used to arrive at the final MOE 
Matrix are contained in Appendix II. To illustrate the 
operation of the analytical model the WPB 95 will be used. 

The scale vector 22) and the time weighting matrix (5) 

were derived according to sections B and C respectively. 

The product of these two matrices times the scalar probability 
of completing phase four (Pay) resulted in the performance 


vector (Ру) as follows. 


E for WPB 95 
RESPONSE | TRANSIT! SEARCH |ASSIST 


—— 








а .06 .46 .43 SS 
b 205 .42 .48 205 
пета te 
C "05 152 205 -98 
а | .06 .66 | .22 | .06 | Ber 
e zu „67 etek «2 х хр(х) = | 
Ё BUD 265 a7 MES |0 otherwise 
203 E оше; = \ 
h .04 223 „16 >> 
a 20 221 .16 38 
(6) 

Pk 

259 a. = search large object 

2126 b. = search small cbject 

6.9 с. — to and/or escort 

D d. = deliver supplies 

= 215 e. = evacuate personnel 

2.8 f. = comms/navigation assistance 

229 g. = refloat 

6.7 В. = dewater 

6.9 ПЕ ЕЕЕ ге 


The fourth phase (a) consists of five sub-categories 
of assistance (A¡-As). 
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Biezsperformance elements for the ninety-five foot patrol 
boat indicate how well it can do any specific SAR mission 

on the arbitrary scale (0-10). There is the inherent stan- 
dard of comparison incorporated into the score as mentioned 
earlier. The performance values were determined through a 
ranking process which involved collating each resource to 
the best performer in each phase. Thus a score of 10 is 
ideal and implies the best possible performance from a craft 
at the present state of the art in vehicle design. The 
underlying assumption is that the eight resources represent 
the most suitable vehicles for SAR on the market today. A 
highest score (less than 10) infers the associated craft 
out-performs the other resources considered and would be the 
logical choice based purely on its capability to respond, 
transit, search, and assist. The different elements of the 
resource's vector show relative degrees of effectiveness, 
dependent upon the nature of the SAR category. The most 
valuable contribution made by the WPB would be in towing, 
Peeemeing, dewatering, and fighting fires. The effective- 
ness score in searching, delivering supplies, and evacuating 
personnel suggest areas for possible improvement. 

Mé performance matrix is an intermediate step in deter 
Mang an overall measure of effectiveness. When PKA 15 
formed by combining all Р, column vectors and then is pre- 
multiplied by the workload matrix, Ways a final MOE matrix 


is obtained. 
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WORKLOAD MATRIX 


The total performance matrix is listed below. 


Resources 
SAR T 2 3 4 5 6 7 8 
Categories 





a 529 52 4.1 956 2529 DEO 2-58 256 

b ud 9M 4.0 б 2189 2226 2520 211 

C 4.4 4.3 Au 0.0 3226 со ORE 6.4 

d Dea l SD 4.1 ОЖ 29 207 25-17 2225 

e S02 SE 4.2 9112 SAL 202 259 2.6 

f S] Se 4.3 Fo S d. 245 Dd 2-9 

g 3.4 3.4 Sud (250) 4.6 ЭО Ou S 

h 21200) Ba 2220 32003 4.8 SN бу] 6.4 

1 249 29 D (201 4.9 2. one 6.4 
PERFORMANCE MATRIX 

heSOurcces 

ВЕСЬ ТАЕЕ LLO VERNE TY 

Peel toner Ont 6. -WPB 82 

3. Voyageur DE Dh он 

222:111-523 ОВАКО 
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мэ 
2704 


SAR Resources 


Categories | 2 9 4 5 6 7 8 
SARSM А о 323 X390. 257 369 04960346 
SARMO 148 146 122 159 Boa 125 ED Se 
SARSE 123 121 102 150 80 98 98 б? 
SARSM 1354 1337 1076 1310 856 1229 1229 1153 
SARMO 242 534 433 508 336 429 429 402 
SARSE 639 630 485 899 36 415 415 397 
SARSM Ән __ бео И 748. 7505 78237 0200 
SARMO БОСО ООО Сва 3930 7415 24215077556 
SARSE 705 694 523 1028 389 419 419 394 
TOTAL 5238 5166 4126 5833 3204 4232 4232 3967 


MOE MATRIX 


The resulting matrix represents the weighted effect of the 
SAR distribution of cases applied to the raw performance 
capabilities of the resources. The individual matrix en- 
tries show the cumulative scaled value of a resource to per- 
form all SAR related missions at a given distance offshore 
with varying degrees of severity. Тһе largest row score 
identifies the most suitable resource available for a par- 
ticular region and case severity. In examining the SARSM 
mows, the high speed helicopter is outscored by both hydro- 
nS. This points out the significance of the workload 
Matrix. The difference in score is directly attributed to 
the occurrence of the large number of towing and escort 


Bases which are usually classified as involving small danger 
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to property and persons. Likewise since the helicopter has 
zero utility in towing, its overall score is substantially 
reduced by the heavy percentage of towing cases in the 
workload matrix. 

The importance of speed increases with distance offshore 
and case severity. The relative advantage realized by the 
helicopter over the Flagstaff is approximately thirty-nine 
per cent when the SARSM 0-3 miles offshore entries are 


compared to the SARSE greater than 25 miles offshore entries. 


10287 = 1705 


( 370 = 396 
1028 


joe 370 ) = 0.39 
By scrutinizing both the performance and the MOE matrices 
many discriminating observations can be made. In fact, if 
there were no further factors to be considered, these matrices 
might be used in selecting the most effective resources to 
fulfill mission requirements. Although this is, by itself, 
an unacceptable over-simplification, it may be possible to 
reduce the number of candidate replacement resources. These 
facts are apparent. 
те larger more expensive hydrofoil offers 
decreased advantage in every SAR category. Purely 
on the basis of this MOE matrix, there is no 
Mstification for considering the High Point size 
hydrofoil for the SAR mission. The High Point may well 
Шеше пісп utility under a different scenario or under 


a multi-mission concept. No inference ıs made to 
Bmescontrary. 


71 








| | 


The Voyageur dominates the Hover Ferry in all 
categories. Since the two are basically equal in 
investment and maintenance cost the ACV should be 


‚preferred to the SES. 


The WMEC is dominated in all categories by the WPBs. 
Again the WMEC may have high utility in other Coast 
Guard missions. 


Resource speed dominates the performance values in 
the categories of search, deliver supplies, and 
evacuate personnel. 


Since the WPBs are comparable in all aspects of 
rendering assistance, the lower personnel cost of 
the WPB 82 gives it a decided economical advantage. 


The inability of the helicopter to successfully 
complete some SAR categories must be considered in 
any resource allocation scheme. Therefore there 
must be other capable craft operating in conjunction 
with the helicopter to insure coverage of all 

rescue situations. 


The objective of reducing the number of candidate replace- 
ment resources for consideration has been achieved.  Exclu- 
sion of four craft from further analysis on the basis of 
the MOE values does not result in any loss of information 
because of the dominance by a similar resource. 

Шие potential for wide variability of assigned values 
for the assistance phase exists because of the subjective 
Aaa tion approach taken. For some categories, the per- 


centage of time spent in this phase accounts for three- 


Пеште ог the total time. Consequently, the effect of 


increasing the scale value for assistance by one point 


results in a 0.75 increase in the final performance of the 


resource concerned. It should be realized that the new 


Бол performance craft (MPC) were not designed to perform 
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SAR missions while the current Coast Guard resources have 
been so designed. Modifications to the new HPC along the 
lines of Coast Guard needs most likely would result in 
higher performance values and a subsequent increase in the 
overall measure of effectiveness. For example, improved 
towing capability and maneuverability in a HPC could make 
it the most desirable SAR vehicle of the group. Generally, 
the structure of the model anables the analyst to easily 
identify the weaknesses of any resource and the significance 
of that weakness is emphasized by the workload distribution. 
МЕ information could lead to initiation of corrective 
craft design or elimination of the craft from consideration 
because of the infeasibility of modification. In this way 
both the vehicle's existing capability and its potential 
Can be recognized. For instance the Flagstaff's primary 
towing deficiency results from the lack of available power 
in the hull mode of operation. However, a change in the 
propulsion system might make the Flagstaff an effective, 
economical towing vehicle. These type investigations would 
necessarily have to be made before eliminating a candidate 
resource from consideration. 

Bach entry of the MOE vector for a particular resource 
represents the effectiveness value over all SAR categories 
for a particular range and case severity. Using the constant 
Mer Toad, with the distribution defined by the three year 


averages, the total MOE for all SAR categories is simply the 
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sum of the individual vector components. The HH-52A has 
the highest score; hence, it is the most effective resource 
in terms of time for completing the total workload. This 
high score was achieved despite its inability to execute the 
required tasks of four SAR sub-categories. The degree of 
effectiveness of the other resources Can be compared to the 
HH-52A by introducing the concept of average yearly costs 
БЕН СӘсп resource. 

The total operating cost per year for each resource 
was taken from a CNA study contracted for by the Coast Guard 
[Ref. 3]. A life expectancy of 20 years and 1000 operating 
hours per year for each resource was assumed. All costs are 
in 1973 dollars which corresponds to the last year of the 


data base and are listed below. 


ANNUAL 
INVESTMENT TOTAL OPERATING MOE COST PER 
RESOURCE COST COSTS (20 YRS) VALUE EFF. VALUE 
FLAGSTAFF 54,500,000 $ 4,320,000 5238 $ -84.19 
MESS2A 5226007000 s27,2007090 5833 5 12.30 
VOYAGEUR $1,500,000 2722420:000 4126 5 58,41 
ИРВ 82! $1,020,000 о 4232 21502107 


The MOE values cannot be taken as absolute indications of 
resource worth because of the subjective assigning of scores 

in the assistance phase and the comparative scaling technique 
employed.  Admittedly considerable variance in these MOE scores 
is possible. However, if these scores were treated as 


absolute values, then the following observations could be made. 
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When cost was introduced the WPB and the ACV yielded more 
effectiveness per dollar than the most effective resource 
(НН-52). From this it can't be concluded that the Coast 
Guard should exclusively go to the WPB 82 for medium range 
SAR coverage. There are numerous other factors involved 
which would have to be considered. For instance, the need 
for rapid response in life and death situations is obviously 
not provided by the WPB 82. The sea state operating re- 
striction on the Voyageur similarly precludes considering 

it under any one craft concept. The helicopter can't tow 
and the expensive Flagstaff is only relatively effective 

in executing the majority of search and rescue cases. The 
inference is that no one resource can handle the entire 
workload. But since these four resources represent the 

best on the market some economical mix might be selected 

to insure compliance with statutory responsibilities. However 
specification of any such mix has not been the objective of 


2115 work. 
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V. CONCLUSIONS AND RECOMMENDATIONS 


The information contained in the measure of effectiveness 
matrix is somewhat obscure when considered in its entirety. 
Tf considered in the whole, the column sums are a basis for 
comparative effectiveness. Іп general, total effectiveness 


for any resource j is: 


ll mw 
= 
O 
ЕЗ 


DNN 


The measure of effectiveness matrix may be disected in 
various ways to emphasize several sub-measures. Some insight 
into resource performance can be obtained by considering the 
measure of effectiveness matrix element by element. A plot 
of these points is helpful in visualizing any inherent rela- 
tionships. Such a graph is shown (Figure 2), where i refers 
to the respective distance/severity region. It should be 
шине па: there is very little difference between performance 
Toes out to the (i = 4) distance/severity zone. In con- 
sidering the ranks of the resources at each distance/severity 
point as ordinal scale information, this difference is likewise 
СИА out to (i - 4) and additionally to (i = 5). The altfer- 
ences of performance scores and ranks of the resources is 
most pronounced at distance/severity levels of (1 > 5). 
mars seems to indicate that for short distance cases (out 


to 3 miles) regardless of the severity and medium distance 
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cases (3 to 25 miles) where severity is small there is little 
difference in the performance of all resources considered. 
At distance/severity levels of (i > 5) the graph indicates 
that one, or both, of the variables (distance to scene and/or 
severity) is causing an increase in the variability among 
resource performance and rank, and that perhaps the variables 
should be looked at separately. 

In general, the total effectiveness of the ны resource 


with respect to distance to scene is found by: 


2 MOE, for (0-3) miles 
4=1,2,3 3 


Y MOE, . for (3-25) miles 
1=4,5,6 J 


Ў MOE, . for (> 25) miles 
i=7,8,9 J 


As in the previous discussion, a plot of the points 
helps to emphasize inherent relationships and is shown 
(Figure 3). To make the graph clearer, only four of the 
resources are plotted. Of the hydrofoil craft, the Flagstaff 
dominated the Highpoint in all areas, so the Highpoint has 
been omitted. Тһе same is true of the Voyageur with respect 
to the Hoverferry and the WPB with respect to the WMEC. Ру 
The helicopter was obviously in a class by itself апа is 
included. The general shape of the contours is similar to 
ӘНЕ shape of the distribution of the 25,866 actual cases in 


distance to scene categories and is show. at tne top of 


page 80. 
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50 


PERCENT OF 
TOTAL CASES 
№ 
сл 


(03) mue о (>25) па 
DISTANCE TO SCENE 


The graph of effectiveness with respect to distance to 
scene is somewhat revealing if viewed with resource speed 
considerations kept in mind. Short distance cases show 
little performance variability among resources explained, 
for the most part, by the fact that high speed capability is 
not fully realized over the short haul. The variance in 
performance in middle and long distance Cases is markedly 
larger than short distance cases, but not greatly different 
from each other. Note that the rank of the performance of 
these four resources is the same as the ranks of the speeds 


included in the group: 


1) Helicopter - 75 knots 
О) Flagstaff - 47.4 knots 
3) Voyageur - 28.4 knots 


4) WPB Soo PRAOES 
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Consequently, and as might be expected, as distance to 
scene increases, high speed capability plays an increasingly 
important role in the performance of the resources. 

In general, the total effectiveness of the 18 resource 


with respect to severity is found by: 


Y МОЕ, . for small severity 
E J 


2 MOE. for moderate severity 
i=2,5,8 J 


2 MOE, . for great severity 
i=3,6,9 J 


Again, a graph of this data is revealing and is shown 
(Figure 4) with the same four resources included. Also, as 
before, the general shape is similar to the shape of the 
distribution of actual cases in severity categories, shown 


below: 


50 


29 





Percent of 
Total Cases 


SMALL MODERATE SEVERE 


Case Severity 
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Ehe graph of effectiveness with respect to severity 
shows that the various performance scores of all resources 
(except the helicopter) are relatively constant and not 
Mooni icant, brought about by a combination of differing 
speed capabilities and suitability for lending assistance 
in differing SAR categories. As for the helicopter, its 
high performance score in the severe category is due to the 
fact that since it cannot lend assistance in towing situa- 
tions, and these situations are usually small or moderate 
in severity, the towing handicap is erased in the severe 
category. Consequently its relative speed advantages weigh 
heavily and separate it from the other resources. 

It may be noted that the Voyageur ranked sixth in perfor- 
mance (of all seven resources) in small severity SAR, but 
increased its rating to fourth in great severity SAR. The 
emanation for this is similar to that just offered for the 
helicopter. Small severity cases generally involve a large 
woor tion of the towing cases, a SAR category for which the 
Voyageur is not well equipped to participate in efficiently. 
When severity increases to a level that generally excludes 
Foutine towing operations, the Voyageur's speed capability 
is more fully realized and it surpasses the WPB and the WMEC 
for great severity SAR. 

The fourth phase of the SAR mission is "assistance", and 
this phase is largely comprised of subjective evaluation of 


resource characteristics. As stated earlier, the authors' 
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experience in SAR and aboard three of the craft considered 
in this study may lend some validity to claims made, but 
objective data which would substantiate or refute these claims 
is not available. In general, assistance scores in this 
phase were generated from literature applicable to the craft 
in question and guided by operating experience. In all 
other major areas of this study, relationships and "weights" 
were formulated using actual SAR data as a base, and it is 
felt that these areas are as objective as possible. It is 
recommended that in future test and evaluation of prospec- 
tive resources the Coast Guard include as an objective some 
comparative analysis of the operating characteristics and 
other notable abilities of the craft in question. 

It has also become evident in working with the Search 
and Rescue data, that if the Coast Guard were to evaluate a 
new resource for the sole purpose of Search and Rescue, it 
may do well to limit itself to analysis of resource-types 
similar in ability, cost and maintainability to the 44 foot 
Motor Lifeboat (MLB) and smaller. For example, the SAR data 
shows that about one third of all sorties are handled by the 
MEOE Utility boat (UTB), another 18% by the 30 foot UTB, 
and about 10% by the 44 foot MLB. In contrast, the WMEC 
Med 1.3% of all sorties, the WPB 6.2% and the helicopter 
about 8%. The specific hydrofoils, air cushion vehicle, and 
Surtace effect ship considered here are comparable to the 


MMEC, WPB and helicopter in size and potential to the Coast 
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Guard with respect to SAR. Due to the multi-mission capa- 
bility requirements, however, these prospective resources 
may be desirable if, for example, the hydrofoil is intended 
for use in missions of Enforcement of Laws and Treaties (ELT), 
Marine Environmental Protection (MEP) and cooperation with 
the U. S. Customs Department as well as SAR. 

| Possible extensions of this work are numerous. Other 
mission areas may be examined in much the same manner as 
Search and Rescue has been examined here. For example, 
there exists data (also on magnetic tape) concerning Coast 
Guard response to pollution incidents and subsequent reports. 
In this light, an analysis of suitability of resources for 
MEP utilization could be attempted as an extension of this 
work. This methodology may be logically expanded to include 
several missions, as was briefly discussed in the earlier 
sections. A method by which combinations of resources could 
be studied would yield a desired characteristic to this 
methodology. This may involve use of the SARSIM model and 
is a likely extension of this study. Additionally, costs 
are a very large and important consideration and have been 
ПИ lichtly addressed here. Even in this crude treatment 
mie WEB 82 was shown to be nearly three times more cost 
effective than the most effective SAR vehicle. Thorough 
analysis of this nature is also needed. 

Finally, it is recommended that future Coast Guard test 


and evaluation of resources be conducted with specific 
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objectives outlined and required to be obtained. It is 
not enough to demand in a test and evaluation project 
"....evaluations of selected craft, operations research and 
mission analysis leading to the selection, design, prototype 
construction and evaluation of high performance watercraft 
НЕ 2101 Coast Guard missions" [Ref. 5]. This leads to an 
aimless exercise in attempting to quantify the versatility 

of a resource and not a deliberate examination of resource 
characteristics, advantages and disadvantages. For example, 
the Coast Guard evaluation of the Air Cushion Vehicle and 

the Hydrofoil were based on those resources being placed in 
operational roles (actual SAR standby, Law Enforcement 
patrols, etc.). Іп а strict operational test and evaluation 
sense, this is not necessary. Towing ability can be judged 
(probably more accurately and in less time) without walting 
on SAR standby for that randomly occurring towing situation. 
Past test and evaluation schedules show the craft in question 
allocated to certain mission areas on certain days. The real 
evaluation that appears necessary is a few steps removed fron 
actual performance in Coast Guard missions. As pointed out 
ENDS study, SAR suitability does not have to be evaluated 
operating in a SAR context. Those elements of resource 
capability that comprise a SAR capability can be examined 
separately, once they are identified. If the Coast Guard 

had a method of comparing resource performance and effective- 


ness for all missions, such as presented here for the SAR 


86 





mission, test and evaluation instructions could be explicit 
in defining the parameters to be observed. These parameters 
could then be measured accurately and in a minimum of time 


away from an operational role. 
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АРРЕМОТХ В 


VEHTCLE DESCRIPTIONS AND COMPARISONS 


There are numerous high performance water craft either 
in the production or operational stage being considered for 
procurement by the Coast Guard. The performance of repre- 
sentative models of the hydrofoil and air cushion vehicle 
class have been evaluated in various Coast Guard missions. 
The surface effect ship is one of the newest designs but 
has yet to be tested for mission compatibility. The SES 
is similar in construction to the ACV and excluding its lack 
of amphibious capability is comparable in all performance 
aspects. Any type of craft could be considered in the gen- 
eral decision methodology previously described. But to make 
the study more specific, the most likely replacement candidate 
for the aging WPB fleet of each class was selected for com- 
parison with the existing conventional hull craft and the 
HH-52A helicopter. Each resource is described according to 
design characteristics and special advantages and disadvantages 


as they relate to SAR. 


(4155 FLAGSTAFF (PGH-1) 


LENGTH 74.5 feet 
DRAFT FOILS RETRACTED 4.2 feet 
FOILS EXTENDED 13.5 feet 

SPEED HULLBORNE 7 knots 
FOILBORNE 55-0 50 knots 

55-5 46 knots 
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RANGE HULLBORNE 1560 miles 
FOILBORNE 470 miles 
The Grumman built hydrofoil, FLAGSTAFF, was launched in 
1969. It can operate foilborne in up to sea state five with 
a slight reduction in the maximum speed attained in calm 
seas. The Coast Guard evaluated this high performance 
craft's ability to satisfactorily accomplish the SAR (Search 
and Rescue), ELT (Enforcement of Laws and Treaties), MEP 
(Marine Environment Protection), and ATON (Aids to Navigation) 
missions for a three month period (September 1974 - December 
1974). Specific observations and conclusions were made from 
that evaluation [Ref. 6]. 
a. FLAGSTAFF not equipped or designed for towing. 
b. The large gap in the speed range (7-45) resulted in 
reduced effectiveness in some SAR operations. 
с. Habitability arrangements of the vessel are below Navy 
minimum afloat standards. 
d. One third of total operating time was recorded in the 
Zeılborne mode. 
e. FLAGSTAFF was available for duty approximately eighty 
percent of the three month period. 
T i sual search at high speeds is difficult due to high 
relative wind and spray generated. Attention of 
lookout to actual search task was constantly diverted 


Еле пева to “hold on” in the event of a possible 


terash“. 
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Minimum draft requirement restricts high speed foil- 
borne operation in shallow water.  "Crashes" in water 
Шеше than 13,5 Leet would result in grounding. 
Good foilborne stability in sea states encountered 

Мо Боно). 

Foilborne maneuverability is good, although the large 
high speed turning radius demands special pilot alert- 
ness in congested traffic. 

Hullborne maneuverability was inadequate because of 


the slow engine response and lack of available thrust. 


BELL AEROSPACE CANADA MODEL 7380 VOYAGEUR 


LENGTH 65.5 feet 
DRAFT amphibious 
SPEED О 47 knots 
Se 20 knots 
RANGE 550 miles 


The Canadian Voyageur is classified as a heavy haul 


amphibious air cushion vehicle originally designed for 


transporting cargo. A smaller model ACV, the Viking was 


tested for adaptability to Coast Guard missions in 1971. 


The results of that evaluation can be generalized to the 


Voyageur because of the close similarity of the two models 


[Ref. 


а. 


21: 
Voyageur operation is absolutely limited to seas less 


than six feet and winds less than 30 knots. 
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The amphibious feature provides a unique accessibility 
capability often denied to other rescue craft because 
or terrain. 

The ACV in general is inefficient and has limited 
maneuverability when towing a disabled boat. 

The high noise level is fatiguing to the human and 

is deradating to accomplishment of tasks which require 
personnel communications. 

The Voyageur has the capcity to accommodate a large 
number of survivors. 

The craft is difficult to maneuver in restricted 
spaces whether on the cushion or in the water mode. 
The excessive spray at slower speed impairs visual 
search. 

The flexible skirt construction requires frequent 


replacement. 


Pees HOVERFERRY 


LENGTH 51 feet 
DRAFT AFLOAT 4.8 feet 
HOVERING 2.8 feet 
SPEED ss-1 35 knots 
65-2 25 knots 
65-3 15 knots 
RANGE 160 miles 


The Hovermarine Transport Limited built HM-2 [Ref. 7] 


has been operational in Great Britain as a profit making 


passenger carrying vehicle for a few years. The SES varies 
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Ши the ACV in that it has rigid sidewalls instead of the 


one 


not 


flexible skirt. The non-amphibious HM-2, by design does 


generate spray or have the noise problem associated 


with the ACV. 


а. 


The submerged side keels provide excellent directional 
control and stability. 

It is limited to operation in sea state three and 
thirty knot winds. 

It operates efficiently throughout the entire speed 
range. 

It has similar towing deficiencies as an ACV. 

It can accommodate up to sixty passengers. 

It has better maneuverability than the ACV at slow 
speeds. 

It is easier and more economical to maintain than 


the ACV. 


HH-52A "SIKORSKY SEA GUARD" 
SPEED 90 knots 


RANGE 150 miles offshore 


(allows 20 minutes 
on-scene loiter time) 


The Sikorsky built HH-52A Sea Guard is a single engine 


amphibious helicopter designed primarily as a SAR vehicle. 


It continues to be the aviation workhorse for short range 


search and rescue; also, it is deployed aboard ice patrol 


vessels and to identify ice hazards to merchant vessel 


shipping lanes. 


oe. 





a. The Sea Guard is an efficient vehicle for delivering 
supplies and evacuating personnel. 

b. It's range can be extended by refueling aboard surface 
support ships. 

c. Extreme turbulence and high winds (greater than 40 
knots) can limit employment of helicopters due to 
their inherent instability. 

ERE Limited capacity for survivors. 

e. Unable to dewater, tow, or refloat grounded vessels 
without subjecting the craft to severe danger. 


f. It is an excellent, stable search platform. 


E. CONVENTIONAL HULL VESSELS 

The WPB 82, WPB 95, and the WMEC 210 fall into this 
category. These vessels have proven to be efficient per- 
formers of SAR tasks with the primary deficiency being a 
lack of speed. The specifications of each vessel are listed 


below without any elaboration: 


WPB 82 WPB 95 WMEC 210 
DRAFT 6 feet 6 feet 10 feet 
SPEED 18 knots 18 knots 17.5 knots 
RANGE 2000 miles 2000 miles 5000 miles 
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MEASURE OF EFFECTIVENESS CALCULATIONS 
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COMPUTER PROGRAM AND DOCUMENTATION 


Upon the completion of every SAR incident responded to 
by the Coast Guard, an assistance report (CG-3272) is pre- 
pared by the assisting resource and forwarded to Coast Guard 
Headquarters via the chain of command. Using the Search and 
Rescue Reports Manual (CG-397) as reference, the assistance 
report provides the data base for practically all Coast Guard 
SAR analysis. The information on all the assistance reports 
submitted to Headquarters is transferred to magnetic tape 
annually. Any narrative or non-coded (longhand) entries 
are lost, but all coded information (left hand margin) is 
mecorded. 

Mire years of SAR data (FY71 through FY73) меге ауал!- 
ЕРМЕ ГОТ this study, consisting of four reels of taped 
ENEEStion. In this context, a “record” refers to the 
coded information from an assistance report and a "character" 
E cents one digit of that coded data. Pertinent information 


concerning these tapes is shown belov: 


Fiscal local # of шог record block 
year label tracks LEBROLrES sıze size 
71 NPS351 7 713 1897 160 18 
72 NPS209 9 78,318 160 18 
T3 NPS 392 7 562,980 160 18 

NPS 356 7 20: 160 18 


2880 characters 
per block 
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The data format for each tape was identical and is 
shown on page 107. Not all the data available on each case 
was useful for this study. Месеззагу information from each 
record was transferred to another storage device (data cell) 
at the NPS W. R. Church Computer Center using 80 characters 
per record vice 160 characters per record. Blocking the 
records in groups of twenty-five resulted in approximately 
470 cylinders of storage on one of the Center's nine data 
cells. In addition to faster access to the data and quicker 
turn-around time, use of the data cell offered the additional 
advantage of storing all data in one physical memory element 
rather than four separate tapes. The format for the informa- 
tion that was transferred from the magnetic tapes to the 
data cell is shown on page 103. 

when access to the SAR information was obtainable through 
Meemot the data cell, the FY71 to FY73 SAR history could be 
analyzed. A Fortran routine scanned all assistance reports 
(235,480 of them) and selected for further analysis those 
cases involving assistance rendered by either helicopter, 
WPB or WMEC (25,846 of them). 2069 records were lost due to 
incomplete or incorrect data on the assistance report itself. 
It is interesting to note that while it may be assumed that 
the helicopter, WPB and WMEC are major SAR resources, analysis 
shows that they are active in only 11% of the total SAR 
metuere. CNA, studying the period, yom YG] throug ВЕ 
showed that these three resource types comprised about 15% 


of the total. The disparity between the two figures may be 
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accounted for by the different time periods analyzed and 
different numbers of resources available. To further verify 
the validity of this SAR data base, forty foot and forty-four 
foot utility boat activity was compared to corresponding CNA 
figures for resource utilization. This analysis showed that 
37% of all SAR involves these utility boats, and the CNA 
study showed the figure to be 39.5%. 

The following program and chart were used to extract 
necessary information from the data cell containing the SAR 
records. The program output was integral to the formulation 
ОҒ the methodology presented in this study and the computer 


results are referred to throughout the body of this work. 
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FLOW CHART 














READ NEXT 
ASSISTANCE 
REPORT 


READ FIRST 
ASSISTANCE REPORT 
No DOES CASE INVOLVE WPB, | 
WMEC, HH52A OR HH3A 

yes 


V 


c No [ARE SEA STATES FROM "0 FEET" 
ТО ">25 FEET" REPORTED 
yes 
2 NO | IS DISTANCE OFFSHORE FROM "O | 
MILES" TO ">300 MILES" REPORTED 
yes 


ARE WIND CONDITIONS FROM "0 
KNOTS" TO ">60 KNOTS" REPORTED 


Y yes 
COLLECT SEA STATE |, Чо 
AND WIND DATA < ARE A 


М7, 


AN 







ДА 













COMPUTE : 
(see next page) 


END OF DATA 


yes 


PRINT | 
STOP 
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Computations: 
Collect 1) 
2) 
3) 
4) 


Construct 1) 


SARL 


Distance SAR2 
to scene SAR3 


sea state data 
wind conditions data 
distance offshore data 


distance to scene data 


matrix for times cases occurred in 
following areas: 


severity 


small moderate severe 





2) matrix for #times cases occurred in following 


(k=1) 
(k=2) 


к=з) 


(k=9) 


areas: 


SARISM 
SARIMO 


SARISV 


SAR3SV 





3) matrix for amount of time spent by WPB in 


each SAR category 


response transit total 


search, large 


tow & escort 


заана lA 


fiche fire 
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INFORMATION FROM ASSISTANCE REPORT 
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